DIGITAL PEDIATRIC FREE FIELD AUDIOMETER MODEL AP -2

SALIENT POINTS

= DIGITALLY Controlled tones and attenuation » Onehandoperation
e Testing of children from the age of three months » Automatically switches off if left unused, thus extending
& Canalso be used foradults for "Quick-Check" battery life
@ Free-Free-Field screening audiometry. o Usesordinary standard penlite Batteries replaceable inthe
» Available with testing levels from 90dB to 30dB or 80dB to field by anyone

20dB free field e Also works on 220V (OR 110V) Ac Mains with an ordinary
s Warble tone foreasy analysis Battery eliminator
» Fully calibrated for free-field audiometry # Lightweight,Hand-held design
» CORand VRAtests s ToughVacuum-Formed ABS housing for rough handling
s Touch-Switches forlight and tone e Drop-Proof
# LE.D.indication of attention and frequency s Heat-Proof

The AP-2 is the world's first DIGITAL Free-Field Pediatric Audiometer for testing hearing from the age of about 3 months. It can be used
as a "Quick-Cheek" Free-Field Audiometer for patients of any age. It is small, lightweight and easy to use.The AP-2 is intended to be USED
BY ALL GROUPS OF HEALTH-CARE PEOPLE CONMECTEDWITH HEARING -TESTING.

ONEHAND OPERATION

When the COR test for children is performed the operator uses two AP-2 one in each hand. The units are not connected together
electrically but are completely identical, giving the operator full flexibility. The Operator can change intensity and frequency with one
hand and at the same time stimulate arbitrarily with tone and light.

TOUCH-SWITCHCONTROL
The two stimuli, light and warble tone, are elicited by means of two touch-switches. The stimuli can be given individually or together by
letting one finger touch the controls.This gives full freedom for the operator at COR, VAR & APR tests.

AUTOMATICBATTERY SWITCH

The DIGITAL Pediatric Audiometer AP-2 uses ordinary penlite batteries. The instrument automatically switches off after the test, if left
unused for 30 seconds. This ensures long Battery life. Under regular normal use, the batteries last approx. ¥z month. The AP-2 also can
work from 1100or 220v AC Mains with an ordinary 12 volt battery eliminator.






